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Dimensions : 64mm(W) x 55mm(H) x 94mm(D)
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DNC-540H
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Color High Resolution Day & Night Camera[image: image3.jpg]



· Sony 1/3” Super HAD CCD

· 530 TV Line

· Third-Generation DSP Chip

· 0.002 Lux[image: image4.jpg]
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· On Screen Display


	


	Image Pick-up Device 

1/3" SONY SUPER HAD CCD 

Pixels 

410K 

Scanning System 

2:1 Interlaced 

Sync System 

Internal / Line Lock 

Resolution 

530 TV LINES 

Usable Illumination 

0.002 Lux (Sens-up * x128) 

S/N Ratio 

More Than 50dB 

White Balance 

ATW/AWC/Manual(180ㅁK~10,500ㅁK) 

Gamma Characteristic 

Internal / Line Lock Selectable 

Video Output 

1.0Vp-p NTSC Composite,75 Ohm /BNC Connector 

Electronic Shutter Speed
Auto / Manual (X128 ~ 1/60sec ~1/120,000sec) Sens-up, Sens-up Limit is Selectable / Flickerless 

OSD 

Built-in 

BLC 

Low, Middle, High, Off Selectable 

AGC 

Low, Middle, High, Off Selectable 

DNR 

Low, Middle, High, Off Selectable 

Day & Night 

Auto /On 

Motion Detection 

On/ Off(4Zone) 

Mirror 

On/ Off 

Sharpness 

On/ Off(Level Adjustable) 

Privacy 

On/ Off(4Zone) 

Power Supply 

DC 12V / AC 24V

Operation Temperature 

-10 Deg~ +50 Deg C RH95% Max 

Storage Temperature 

-20 Deg~ +60 Deg C RH95% Max) 

*Above specifications and design subject to change without notification

*Lens not included


